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HLC-3006 Low temperature thermostat




Application：
● HLC-3006 is suitable for chemical, biological, physical and other laboratories that need to maintain low temperature and constant temperature conditions, and is an essential equipment for laboratories of medicine and health, chemical industry, food industry, metallurgical industry, colleges and universities, scientific research, genetic engineering, polymer engineering, etc. Thermostatic tank can be combined with rotary evaporator, jacked thermostatic cup, photochemical reaction instrument, vacuum freezing drying oven, circulating water vacuum pump, magnetic stirrer and other instruments, and multi-function reaction thermostatic operation and drug storage. Widely used in fine chemical industry, biological engineering, medicine and food, metallurgy, petroleum, agriculture and other fields. To provide users with high precision constant temperature field source, is the research institute, universities, industrial and mining enterprises laboratory, quality inspection department ideal constant temperature equipment.

Main Features：
● Unique large screen backlit LCD display, set temperature, actual temperature, independent start/close "heating", "cooling", "internal and external circulation" and other functions, the working status information is clear;
● The control part adopts mold design, the overall appearance is streamlined design, beautiful and generous;
● High performance stirring motor, low noise, low heat, fully enclosed, high life;
● Stainless steel table, liner, effectively avoid corrosion, rust and other phenomena;
● Multiple safety protection: low liquid level protection, light and sound reminder when alarm;
● With power failure protection, overtemperature alarm function, provide a number of security measures;
● Fully closed compressor refrigeration, refrigeration system with overheating, overcurrent multiple protection devices, around the door panel can be removed, easy to clean and simple, no need to disassemble tools;
● The instrument is stable and reliable, easy to operate and safe.
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	Model
	HLC-3006

	Water tank capacity（L）
	6L

	Temperature range
	-30~100℃

	Total power
	1800W

	Display accuracy
	0.1℃

	Inner slot size
	270*200*130mm

	Working slot opening size
	180*140mm

	External circulation pump flow rate
	10L/min

	Temperature display mode
	2M

	Cooling input power
	LED

	Refrigeration input power
	800W

	Cooling capacity
	1800W

	Outer circulation connector outer diameter
	10mm pagoda connector

	Exterior size
	515*435*770mm

	Net weigh
	37kg

	Gross weight
	41kg
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