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1 Application
HLC series vertical high and low temperature constant temperature tank is widely used in biology, chemical industry, chemistry, pharmaceutical, life sciences, physical testing and other industries, colleges and universities, enterprise quality inspection. For the user experiment and production to provide a heat and cold controlled, uniform and constant temperature field source, the test samples or production of products for constant temperature test or test, can also be used as a direct heating or refrigeration and auxiliary heating or refrigeration of the heat or cold source.

2、Product Features
Maintenance-free pressure/suction pump, resistant to fibers and metallic particulate matter, while allowing the bath to be mixed horizontally and,Vertical two directions of agitation, so that the mixing is more uniform;

Multi-safety protection: low liquid level protection, can be alarmed with light and sound alerts at the same time;

High performance stainless steel and high performance plastics are used for parts in contact with liquid or vapor;

Pt100 temperature sensor for single and two-point temperature calibration;

Internal circulation, which comes standard with two different heights of cup holders for different sample cups

Temperature and viscosity testing in the bath;

External circulation for thermoregulation of the viscometer's bath jacket, suitable for viscometer viscosity tests outside the bath in the bath jacket.

can be externally circulated to thermoregulate the bath jacket of the viscometer and is suitable for viscosity testing of samples in the bath jacket outside the bath;

The buzzer can be set to silent or audible.

3、Technical Parameters
	Product Model
	HLC-3013SH

	Item No
	1032076001

	Tank capacity(L)
	13

	Temperature range（℃）
	-30~200

	Temperature control fluctuation value（℃）
	±0.03

	Set accuracy（℃）
	±0.1

	Display accuracy（℃）
	±0.01

	High temperature direct drop
	/

	Circulation mode
	Internal &External circulation

	Use of ambient temperature (℃)
	5~32

	Power supply voltage (V)
	200~230

	Display temperature mode
	Touch screen

	Setting mode
	Touch Screen

	Safety protection
	Low liquid level protection, high temperature protection

	Heating Power（W）
	2000

	Cooling power (W)
	600

	Refrigerant
	R134a

	Water pump flow (L/min) max/rated
	22/15

	Lift(M)(Max/Rated)
	2.0/1.0

	Circulation interface
	10mm pagoda connector

	Tank opening (mm)(WxDxH)
	290*145*150

	Overall Dimension (mm)(WxDxH)
	350*400*660


4、Packing List 
	Name
	Qty

	Machine
	1pcs

	DN8 connector
	2pcs

	M16*1 Nut
	2pcs

	8*12 insulation pipe
	1.8m*2pcs

	Certificate of Conformity (with warranty card)
	1pcs

	Manual
	1pcs


HLC-3013SH High and low temperature thermostat


















